
ΑΕΡΟΛΕΒΗΤΑΣ ΞΥΛΟΥ  
 
Ο Αερολέβητας ξύλου κατασκευάζεται  από χαλυβδοέλασμα άριστης ποιότητας 
Έχει μεγάλο θάλαμο καύσης, ανοξείδωτης κατασκευής, ειδικά σχεδιασμένο έτσι 
ώστε να τροφοδοτείται  με καύσιμα σε αραιά χρονικά διαστήματα. 
Είναι εφοδιασμένος με αεροστάτη  για την διατήρηση σταθερής θερμοκρασίας. 
Εξωτερικά ο αερολέβητας επενδύεται με γαλβανιζέ λαμαρίνα και μονώνονται με 
πετροβάμβακα μεγάλης πυκνότητας. 
Η σχάρα στο θάλαμο καύσεως είναι από μαντέμι ενισχυμένο. 
Απορροφητήρας διπλής αναρροφήσεως. 
Κεφαλή εξόδου 3 κατευθύνσεων. 
Μεγάλη απόδοση. 
Απλή συντήρηση. 
Εύκολη εξαγωγή της στάχτης. 
Φιλικό προς το περιβάλλον. 
Χαμηλό λειτουργικό κόστος. 
Διαστάσεων 1100Χ1300Χ2400. 

WOOD AIR BOILER 
 
The wood air boiler is manufactured from high quality steel plate 
It has a large combustion chamber, made of stainless steel, specially designed so 
that it is supplied with fuel at rare intervals. 
It is equipped with an aerostat to maintain a constant temperature. 
Externally, the air boiler is lined with galvanized sheet metal and insulated with 
high-density stone wool. 
The grill in the combustion chamber is made of reinforced cast iron. 
Double suction hood. 
3-way outlet head. 
Great performance. 
Simple maintenance. 
Easy extraction of the ash. 
Environmentally friendly. 
Low operating costs. 
Dimensions 1100X1300X2400. 

K KARAMANLI 83 IONIA THESSALONIKI 2310-781422 2310 780205

Διαστάσεις 1000 Χ 1000 Χ1800
Διαστάσεις 1100 Χ 1300 Χ 2400

Dimensions   1000 Χ 1000 Χ1800
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